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General introduction
Y series motors are low-voltage three-phase asynchronous motors, which are basic series for 
general purpose. This series motors can meet requirements for general purpose interiorly and 
overseas with frame range from 80 to 315. This series motors designed according to the national 
unified standard.
Y series motors have the advantages of high efficiency, energy saving, excellent operation 
performance, small vibration, lower noise, long service life, high reliability and easy maintenance. 
Mounting dimensions and the power grade completely conform to IEC standard. They are in class B 
insulation, IP 44 degree for protection and cooling mode of IC411. The rated voltage and frequency 
of  Y  series are respectively 380V and 50HZ.  Y  connection is adopted for motors below 
3KW (3KW included) and    connection is adopted for those above 4KW( 4KW included).
Y series motors are commonly applied in machinery equipment without any special requirement.

Y  Series three-Phase asynchronous Motors 
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380V    50HZ    2P

380V    50HZ    4P

380V    50HZ    6P

380V    50HZ    8P

Type   (kw)
    IN

   (A)

  NN

(rpm)

   
  (%)   Cos

    Tst/TN     lst/IN     Tmax/
       TN

    Tmin/
      TN Type   (kw)

    IN

   (A)

  NN

(rpm)

   
  (%)   Cos

    Tst/TN     lst/TN     Tmax/
       TN

    Tmin/
      IN

¼¼Êõ²ÎÊý  Technical data of Y series
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